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Infrared-heat is radiation-heat which heats materials and not air.  The  ingenious optical temperature 
control system of our Witzel Infrared-ovens gives you the absolute control over the surface tempera-
ture of the material - and that´s what is important!

The innovative Witzel Infrared-ovens are equipped with an optical temperature-feeler. Thus we have 
been able to combine the enormous heating-power and -speed of the infrared-tubes with a reliable 
temperature control. Due to the measuring of the material´s surface temperature (and not the inside 
air temperature) the full performance of the IR-tubes can be used.

The result is an oven which is instant on, which needs no preheating time and does not overheat and 
burn materials. Caused by this “ON DEMAND” use the energy consumption is drastically reduced. 
Usual pre-heating times of up to one hour are definitely a thing of the past!

The IR1301 has been develThe IR1301 has been devel-
oped especially for the O&P oped especially for the O&P 
field and its special needs. It field and its special needs. It field and its special needs. It 
is equipped with the latest  is equipped with the latest  is equipped with the latest  
generation control system. generation control system. generation control system. 
This allows the user to store This allows the user to store This allows the user to store 

four temperature settings four temperature settings four temperature settings 
which can be easily 

called up by use of a 
single button.

 The new two-line 
display keeps the 
user constantly up-
dated of the preset 
and actual tempera-

ture values. A signal 
light informs the user 

when the set temperature when the set temperature when the set temperature 
is reached, even if he is is reached, even if he is is reached, even if he is 
not standing right in front not standing right in front not standing right in front 
of the control panel.of the control panel.of the control panel.
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Space-saving sliding
door with ball-bearing guides

and gas shocks (2x)

Double-pane
viewing window

Removable legs allow
an easy assembling

 at any place

2x 25 Watt 
illumination

Oven-housing
movable on casters

Distributed by:
Atlas International
800 545-6287
www.atlasortho.com
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Technical Details:
Type: IR1301 - Infrared Oven for the O&P field 

including movable Roll-about tray

Footprint: approx. 1,5m² / oven housing movable on casters

Dimensions: Outside: W 1595mm - D 1180mm - H 1400mm
                 Total height with door opened: 1850mm
Inside:    W 1300mm - D 1090mm - H 500mm

Roll-about tray: Independent, 4 locking casters,
locking gas shock lift adjustment - locks at any height, Single-hand operation
effective heating area: W 1245 x D 1045 mm
Lift range:  820mm  -  1050mm

Power supply:

Heating: 18 Infrared-Quartz-tubes with reflector
Dual zone switching (6/18)

Temperature control: opto-elektronic IR-measuring unit
Measuring of the material´s surface temperature!

Temperature control: PID-Controller, infinitely variable from 30°C to 250°C
two-line display showing preset and desired temperature, four presettings 
storable, recall by Speed-dial button with indicator light

Door mechanism: space saving vertical movement, gas shock (2x) assisted, ball bearing guided,  
Double-pane viewing window

Illumination: 2 x 25 watts

Farbe: Inside Stainless steel, 
Outside structural effect paint, blue/lightgrey RAL 5017/7035.

Weight: net:  270 kgs
gross: 350 kgs (including crate)

Available Options: • Pre-Preg Option (2 ducts for Vacuum-hoses) (Art. No. 07-135)
• One-fits-all stand for Blister-Forming tray 
  (width adjustable) (Art. No. 07-131)
• Blister-Forming tray 360mm (Art. No. 07-132)
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Distributed by:
Atlas International
800 545-6287
www.atlasortho.com

230Vac, Single Phase


